
Model

Hacksaws

LHM-180 LHM-280 LHM-320 LHM-380 LHM-450

HACKSAWS

Angle

Round

Square

Max
Capacity

Saw
Blade

Motor
Output

Vise Control

Miter Cutting

Machine Weight (Net/Gross)

Work Bed Height

Floor Space

Rect hxw

Speed

Size

Tension

Saw Blade

Hydraulic

Coolant 

Manual

7" (180mm) 11" (280mm) 12.5" (320mm) 15" (380mm)

90 degrees 90 degrees 90 degrees 90 degrees 90 degrees

13.75"x11.75" (350x300mm)11.75"x11.75" (300x300mm)10.25"x9.75" (260x250mm)6.5" x 6" (170 x 150mm)

80/100/120 80/100/120 80/100/120 80/100/120

14"x1"x.062" (350x25x1.6mm) 18"x1.25"x.062" (450x32x1.6mm) 20"x1.5"x.075" (500x38x2.0mm) 22"x1.75"x.088" (550x45x2.25mm) 26"x2"x.100" (650x50x2.5mm)

1/2 HP

Standard

2 HP

Standard

2 HP

Standard

2 HP

Standard

595/725 lbs (270/330 Kg)

0 ~ 45 0 ~ 45 0 ~ 45 0 ~ 45 0 ~ 45

41.5"x23.5" (1050x600mm) 59"x31.5" (1500x800mm) 61"x33.25" (1550x850mm) 61"x33.25" (1550x850mm)

1145/1275 lbs (520/580Kg) 1320/1450 lbs (600/650Kg) 1420/1550 lbs (645/705Kg)

Manual Manual Manual

17.75" (450mm)

17"x11.75" (430x300mm)

80/100/120

3 HP

Standard

70.75"x35.25" (1800x900mm)

1760/1935 (800/880Kg)

- - - - -

- - - - -

- - - - -

- - - - -

Manual


